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The invention described herein may be 
used by the Government, or any of its of- 
ficers or employees in prosecution of work 
for the Government, or by any other person 
in the United States, without payment to us 
of any royalty thereon, in accordance with 
the act of March 3, 1888. 

This invention relates to a ventilating sys- 
tem for vehicles of the type known as tanks. 

In order that vehicles of the tank type 
may be operated in gas infested areas and 
its guns kept in sustained action, it is neces- 
sary that some means be devised to protect 
the personnel from both the chemical and 
powder gases. While a ready suggestion 
might be to equip the personnel with the 
customary gas masks it is not desired to 
hamper their actions in such a manner be- 
cause of the restricted space in the fighting 
compartment of the tank and the tendency 
by reason of such close contact to have the 
mask disarranged. 

Inasmuch as it would be impractical to 
provide or rely upon a sealed compartment 
for excluding surrounding gases it is con- 
templated in the present invention to admit 
chemically purified air into the fighting com- 
partment, the air to be delivered so as to 
maintain an internal pressure sufficiently 
greater than atmospheric pressure to posi- 
tively insure an outward flow of the air 
through any small orifices or cracks in the 
tank body and by this means to exclude all 
gases from the compartment. 

To these and other ends, our invention 
consists: in. the construction, arrangement, 
and combination of elements, described here- 


: jnafter and ‘pointed out in the claim form- 


40 


ing a part of this specification. 

A practical embodiment of the invention 
is illustrated in the accompanying drawings, 
wherein: 

Fig. 1 is a longitudinal sectional view of 
a tank equipped for operation according to 
our improved system; and 

Fig. 2 is a transverse sectional view 
thereof. 

Referring to the drawings by numerals 
of reference: s ; 


The tank is of the usual armored type 5 


having a compartment 5 in which are sta- 
tioned the personnel for manning the guns 
and operating the engine. This compart- 
ment is divided from the engine 6 by means 
of a bulk head 7. 

Conveniently mounted in the tank is a 
fan or blower 8 driven independently or by 
connection with the engine and capable of 
delivering air under slight pressure to the 
fighting compartment. The air may be taken 
in directly from the engine compartment by 
providing an opening 9 in the bulk head in 
rear of the chemical 10 or if desired, a 
separate passage may lead from one of the 
louvres 11. 

By maintaining a slight air pressure in 
the fighting compartment the gases surround- 
ing the tank will be effectually excluded. 

It will be understood that the invention is 
not limited in its application to tanks but 
that a ventilating system operated accord- 
ing to this principle may be employed in 
fixed emplacements and the like. 

While in the foregoing there has been 
illustrated and described such combination 
and arrangement of elements, as constitute 
the preferred embodiment of our invention, 
it is nevertheless desired to emphasize the 
fact that interpretation of the invention 
should only be conclusive when made in the 
light of the subjoined claim. 

We claim: 

In a tank, a fighting compartment, an 
engine compartment in rear thereof having 
an air inlet, a bulk head separating the com- 
partments and having an opening, a purifier 
in the fighting compartment in front of said 
opening for removing poisonous gases from 
the air entering the fighting compartment, 
and a blower for delivering air through the 
purifier to the fighting compartment and 
maintaining it under pressure in said com- 
partment. i 
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